
 NETD

THERMAL CAMERA

 Sensor Type  Uncooled

 Spectral Response  8-12μm

 Thermal Camera Resolution
 640x480, 17μm 
 (12μm available upon request) 

 Pixel Pitch  17um

 Lens  60mm F#1.1

 NETD  50mK

 Frame Rate  30Hz (60 Hz upon request)

 Digital Zoom  2x, 4x

 Field Of View (FOV)  7° x5°

 Polarity  Black/ White Hot

 Gain Control  Manual/ Auto
DAY CAMERA

 Resolution  Full HD 1080P @60fps/ 30fps

 Lens  5.1mm - 51mm

 Field Of View (FOV)  6.7° x68°

 Optical Zoom  10x 

 Digital Zoom  32x

GIMBAL (2 axis stabilization)
 Azimuth  360° Continues

 Elevation  -90° to +40°
LAZER RENGE FINDER (LRF) (Optional)

 Ranging Capability NATO  2200m

 Precision  0.01m-0.5m

MODES

Electronic Stabilization

Day Camera Auto Focus

GUI
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DETECTION RANGE PERFORMANCE
(According Stanag 4347 and Jonson Criteria)
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Weight:
10000gr
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Communication protocol         

Video Output                                  IP/ Analog (option upon request)
    SYSTEM

Material    

Military Standard  
Operation temperature        
Input voltage    

Fiber Reinforced Plastic      

MIL-STD-810G
-30 °C to +70 °C    
24VDC     
RS232/ IP                            

Standard IP  66                                              
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MARITIME GIMBAL
THERMAL CAMERA

8BMGT


